<table>
<thead>
<tr>
<th>Description</th>
<th>Mod. PRO 8331</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length</td>
<td>350 mm</td>
</tr>
<tr>
<td>Depth</td>
<td>230 mm</td>
</tr>
<tr>
<td>Height</td>
<td>230 mm</td>
</tr>
<tr>
<td>Weight without rolls and rolls' holders</td>
<td>38 Kg</td>
</tr>
<tr>
<td>Centre line wire/base</td>
<td>115 mm</td>
</tr>
<tr>
<td>Locking holes on the length</td>
<td>222 mm</td>
</tr>
<tr>
<td>Locking holes on the depth</td>
<td>130 mm</td>
</tr>
<tr>
<td>Shaft diameter</td>
<td>15 mm</td>
</tr>
<tr>
<td>Nr. of rolls</td>
<td>3+3</td>
</tr>
<tr>
<td>Max rolls Ø</td>
<td>80 mm</td>
</tr>
<tr>
<td>Max Rolls' thickness</td>
<td>15 mm</td>
</tr>
<tr>
<td>Axial adjusting range</td>
<td>± 1.5 mm</td>
</tr>
<tr>
<td>Fork-joints holder adjusting range</td>
<td>8 mm</td>
</tr>
</tbody>
</table>